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ABOUT US

The MWM Technic is a manufacturer company with 35 years of
experience and knowledge in the wire fence industry. Combining this
experience and some metal and wire machinery production sector, it
started machine production. We have determined the mission of the
company as a leader in the metal and wire machinery sector in the
world. Our vision is to produce machines with high quality and high
production capacity to compete with world brands. MWM Technic
continues its activities in the Turkish machinery sector by developing
itself with the quality of “Made in Turkey”. Our company, which
attaches importance to R&D studies, manufactures machines at
world standards. It continues its production activities at the highest
standards with the engineers it employs.
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Semi-Automatic Chain Link Fence Machine

Single wire input; knitting, cutting, and roll wrapping process done by personells.
Width and length dimensions are entered via touch screen and at the end of the width the machine stops itself.
Our machines design for working continuously 24/7 hours operation.

Machine Structure

- Screen: A\ nema

- Electrical System: SIEMENS Schneider SR
- Sensors: @& =T

+ Pnuematic: GSMC FESTOD ngﬁk

Loading Content

+ 3 Sets free chain link fence machine mould
1 Pc pay-off

« Allien key set

« Key set

+ 1 Pc Wire cutter @

«1Pc Squaring shear | STANLEY.
+ 1 Pc Pnuematic grease oil pump
+ 1 Pc Grease box

- 1 Pc Wire bending tool

- 1 Pc Wire assistant tool

5m
2m (s
WORK AREA
Mesh size (mm) 15x15-100x100
Thickness (mm) Galvanized wire 1,50-5, 0 PVC coated wire 2,80-5,0
Height (mm) 200 min-upon to 8000
Capacity (m2/hour) 60
Total power 2,20KWA 380V
Bending edge Knuckle-knuckle (standart)
Weight (kg) 600

*Depends on mesh size and thickness
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Automatic Chain Link Fence Machine

Double wire input ; Automatically knitting, cutting, and roll wrapping process.

Width and length dimensions are entered via PLC touch screen. At the end of the lenght, the machine stops.
Speed will be adjustment on PLC touch screen, it works at the required speed.

Our machines design for working continuously 24/7 hours operation.

Machine Structure

- Screen: A\ neima

- Electrical System: SIEMENS
- Sensors: ® Bl

- Pnuematic: Hsyc FESTO

Schneider

Al

Dk
Loading Content

+ 3 Sets free chain link fence machine mould
+ 2 Pc pay-off

- Allien key set

- Key set

« 1 Pc Wire cutter @

- 1Pc Squaring shear STANLEY

- 1 Pc Pnuematic grease oil pump

- 1Pc Grease box

WORK AREA

Mesh Size (mm)

35x35-85x85

35x35-85x85

35x35-85x85

35x35-85x85

35x35-85x85

Width-Height (mm) 500-2000 500-3000 500-3000 500-3000 500-3000
Wire Diameter (mm) S\|/1C,820ég,_2£ 20 guiezoég?f 20 g\l/:iszoz;g'-zfzo g\l/:iszoégﬂozo g\l/1c'820£_;g'-24020
Capacity (m2/h) 120-150 120-150 120-150 120-150 120-150
Power (kw) 5,5kwa-380v 5,6kwa-380v 5,6kwa-380v 5,6kwa-380v 5,6kwa-380v
Weight (kg) 1300 1400 1500 1600 1700

Control Unit PLC PLC PLC PLC PLC

Bending Edge

Operator

Knuckle-knuckle
(Standart)

1 Person
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Knuckle-knuckle
(Standart)

1 Person

Knuckle-knuckle
(Standart)

1Person

Knuckle-knuckle
(Standart)

1Person

Knuckle-knuckle
(Standart)

1 Person

* Depends on mesh size and thickness and machine working speed (60x60x2,50mm)
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Full Automatic Chain Link Fence Machine

Double wire input ; Automatically knitting, cutting, and roll wrapping process.

Width and length dimensions are entered via PLC touch screen. At the end of the lenght, the machine stops
Speed will be adjustment on PLC touch screen, it works at the required speed.

Our machines design for working continuously 24hr operation.

Working width Dual mould system.

4\ Machine Structure

- Screen: A\nera

- Electrical System: SIEMENS Schneider S EE
- Sensors: & IR

- Pnuematic: Hewmc FESTO ngﬁs'i{

Loading Content

+ 3 Sets free chain link fence machine mould
+ 2 Pc pay-off

« Allien key set

 Key set

+ 1 Pc Wire cutter @

- 1Pc Squaring shear STANLEY

- 1 Pc Pnuematic grease oil pump

+ 1 Pc Grease box

WORK AREA

Mesh Size (mm)

Width-Height (mm)
Wire Diameter (mm)
Capacity (m2/hour)
Power (kw)

Weight (kg)

Control Unit
Bending Edge

Operator

Pack

25x25-90x90
500-3000

GI1.80-5,0
PVC 2,80-5,20

210-240

Servo motors
7.50 KWA 380V

5000
PLC

Knuckle-knuckle
(Standart)

1 Person

Standart Roll

25x25-90x90
500-4000

G11,80-5,0
PVC 2,80-5,20

210-240

Servo motors
7,50 KWA 380V

5250
PLC

Knuckle-knuckle
(Standart)

1 Person

Standart Roll

25x25-90x90
500-5000

G11,80-5,0
PVC 2,80-5,20

210-240

Servo motors
7,50 KWA 380V

5500
PLC

Knuckle-knuckle
(Standart)

1 Person

Standart Roll

25x25-90x90
500-6000

G11,80-5,0
PVC 2,80-5,20

210-240

Servo motors
7,50 KWA 380V

6000
PLC

Knuckle-knuckle
(Standart)

1 Person

Standart Roll

* Depends on mesh size and thickness and machine working speed (60x60x2,50mm)
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Razor Wire Press Line

e -...N;\\\\\\mﬁ'ﬁ'\\ Y I

BACK SIDE MODEL

Eccentric Press

Mould

Pnuematic Air Feeder (Bar)

Coil (mm)

Decoiler (kg)

Recoiler And Collector Casette
Wire (mm)

Flat Wrap Razor Wire Table 45cm
Concertina Razor Wire Clipping Table
Capacity (Kg/hour)

Power

Weight (kg)

Operator

www.mwmtechnic.com

FLYWHEEL MODEL

15m

60 Tons C frame back side
PLC Control

Fixxed stroke

Automatic central lubrication
Pneumatic clutch and brake
combination

Gear drive working in oil bath
8 Guide ram

55-60 Times/Minute

Weight: 3000 Kg

Motor Power:5.50kw

7 Or 9 Strips all BTO and CBT series
6-8

0,40-0,65

750

14 Casettes

2,50+0,1

10M

1Pc

125

12Kwa-380V

4.500

1 Person

(01]

Machine Structure
- Screen: A\nera
« Electrical System: SIEMENS

+ Sensors: @ IR

- Pnuematic: GSMC FESTO

Loading Content
+ 1 Pc Decoiler

- 1 Pc Recoiler
14 Casettes

- 8 Rings

« Allein key set

« Key set

«1Pc squaring shear | STAKNLEY

Schneider

AlR

PElectri

ATNMERL
LWORK

+ Mould (Installed on press machine)
+ Pnuematic air feeder system (Installed on press machine)

+ 1 Pc Pnuematic grease oil pump
« 1 Pc Grease box

12,5 m

13

B I i

[ — ¥
WORK AREA
60 Tons C frame flywheel 40 Tons C frame back side
PLC Control PLC Control

Fixxed stroke

Automatic central lubrication
Pneumatic clutch and brake
combination

Gear drive working in oil bath
8 Guide ram

55-60 Times/Minute

Weight: 2500 Kg

Motor Power:5.50kw

7 Or 9 Strips all BTO and CBT series
6-8

0,40-0,65

750

14 Casettes

2,500

10M

1Pc

125

12Kwa-380V

4.000

1 Person

Fixxed stroke

Automatic central lubrication
Pneumatic clutch and brake
combination

Gear drive working in oil bath
8 Guide ram

55-60 Times/Minute
Weight: 2500 Kg

Motor Power:5.50kw

5 Strips all BTO series

6-8

0,40-0,65

500

10 Casettes

2,500,

10M

1Pc

100

10Kwa-380V

4.000

1 Person




Concertina Razor Profiling Machine

Machine Structure

- Screen: A\ nea

- Electrical System: SIEMENS  Schneider  ARE
- Sensors: & IEE=TT

- Pnuematic: SMC FESTOD Qm%‘

Loading Content

+ Pay-off

« Cut-off

« Allien key set

« Key set

+ 1 Pc Wire cutter @

+ 1Pc Squaring shear | STARLEY.
+ 1 Pc Pnuematic grease oil pump

1 Pc Grease box

5m
g
L 00 L
WORK AREA
|

2.4-2.5 (Standart) 2.4-2.5 (Standart)
Thickness (mm) 2.0-2.3 (Optional) 2.0-2.3 (Optional)

2.6-3.0 (Optional) 2.6-3.0 (Optional)
Diameter (mm) 300-1000 (Standart) 1200 (Optional) 300-1000 (Standart)
Capacity (kg/hour) 125-150 100 Kg
Control PLC - Inverter speed control unit PLC - Inverter speed control unit
Total Power 5,6KWA 380V 3,3KWA 380V
Weight (kg) 1200 700
Operator 1 Person 1 Person

‘\\\\f Discover
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Razor Wire Clips Machine

Machine Structure

- Screen: A\ newma

- Electrical System: SIEMENS Schpeider SR
- Sensors: @ TN

- Pnuematic: SWMC FESTO QEUE%(

Loading Content
1 Pc Pay-off
« Allien key set

-1 Pc Wire cutter @

+1Pc Squaring shear | STARLEY:
1 Pc Pneumatic grease oil pump

1 Pc Grease box

WORK AREA

20 Tons C frame flywheel press

Eccentric Press Fixed stroke
Automatic control lubrication
135-145 Pcs/minutes

Motor power 2.2Kwa

4 Guide ram
Coil Thickness (mm) 1.2-15
Capacity (pcs minute) 135-145
Total Power 4,4KWA 380V
Weight (kg) 1000
Operator 1 Person
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Machine Structure

- Screen: A\ newma

- Electrical System: SIEMENS ~ Schaeider  SILEL
. Sensors: ® IR

- Pnuematic : GSMC FESTO Ok

Loading Content

« Pay-off

- Cut-off

« Allien key set

- Key set

+ 1Pcs Wire cutter @

+1Pcs Squaring shear | STAKLEY.
+ 1 Pcs Pnuematic grease oil pump
1 Pcs Grease box

]
ey  [iEsl
é6m |
4 ¥
WORK AREA
Our machines design for working continuously 24hr operation.

Mesh size (mm) 60 x 80 x60 80 x 100 x 80 100 x 120 x100 60 x 80 x 60 80 x100 x 80 100 x 120 x 100
Max Width (mm) 3300 3300 3300 4300 4300 4300
Wire Diameter (mm) 1.6-3,2 1.6-4 1.6-4 1.6-3.2 1.6-4 1.6-4
Speed (r/min) 30 30 30 30 30 30
Capacity (m/hour) 165 195 225 165 195 225
Power (kw) 15kwa-380v 15kwa-380v 15kwa-380v 22kwa-380v 22kwa-380v 22kwa-380v
Operator 1Person 1 Person 1Person 1 Person 1Person 1 Person

* The “Capacity” is approximately depends on mesh size, thickness and machine working speed.
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Welded Mesh Panel Machine

Machine Structure

. Screen: Aneima

- Electrical System: SIEMENS ~ Schneider & g
BRG] Telemecanique |

- Pnuematic : GSMC FESTO QO

Loading Content

« 1 Set Chiller

- Allien key set

- Key set

« 1 Pc Wire cutter

«1Pc Squaring shear | STAKLEY
1 Pc Pnuematic grease oil pump
« 1 Pc Grease box

15 m
I
L]
i WORK AREA

Wire Thickness (mm) 3,0-6,0 3,50-6,0 3,50-6,0 3,50-6,0 3,50-6,0 3,50-6,0 3,50-6,0
Wire Type Pre-Cutted Pre-Cutted Pre-Cutted Pre-Cutted Pre-Cutted Pre-Cutted Pre-Cutted

50 x 50 50 x 50 50 x 50 50 x 50 50 x 50 50 x 50 50 x 50

50 x 100 50 x 100 50 x 100 50 x 100 50 x 100 50 x 100 50 x 100
Mesh Size (mm)

50 x 150 50 x 150 50 x 150 50 x 150 50 x 150 50 x 150 50 x 150

50 x 200 50 x 200 50 x 200 50 x 200 50 x 200 50 x 200 50 x 200
Control PLC PLC PLC PLC PLC PLC PLC
Transformer 4x120 4x120 4x120 6x120 6x120 6x120 6x150
Welding Point _ _ = - -
(Copper Electrode Quantity) 38-46 38x46 38x46 40-46 40-46 40-46 58-62
Capacity (pcs/hour) 70-80 70-80 70-80 70-80 70-80 70-80 70-80
Automatic Bending Optional Optional Optional Optional Optional Optional Optional
Weight (kg) 3500 4000 4500 5000 6000 6500 7500
Operator 1 Person 1 Person 1Person 1 Person 1 Person 1Person 1 Person
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*Double welded mesh panel and 358 high security welded mesh machine can produce if need.




Artificial Grass Fence Machine - ECO

Machine Structure

- Screen: A nema

- Electrical System: SIEMENS Schneider g
- Sensors: & I

- Pnuematic : GSMC FESTO Ok

Loading Content

« Allien key set

+ Key set

+ 1 Pc Wire cutter @

+ 1 Pc Pnuematic grease oil pump
+ 1 Pc Grease box

+1Pc Squaring shear | STAKLEY

4m
o—1o
15m Q) s
r'4
o0
WORK AREA

Thickness (mm) 1,4-1,6

Capacity (kg/hour) 8m2

Control PLC - Inverter speed control unit
Total Power 3.5KWA 380V

Machine Weight (kg) 1200

Operator 1Person
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Artificial Grass Fence Machine - PRO

Thickness (mm)
Capacity (kg/hour)
Control

Total Power
Machine Weight (kg)

Operator

15m

1.4-1,6

20m2

PLC - Inverter speed control unit
3,5KWA 380V

1200

1 Person

www.mwmtechnic.com 14

Machine Structure

- Screen: A\ neLma

- Electrical System: SIEMENS ~ Schueider  SRER
RN EHG3] Telemecanique |

. Pnuematic: GSWMC FESTO ngﬁ‘k

Loading Content

+ 1Set Chiller

« Allien key set

« Key set

1 Pc Wire cutter 4@

1 Pc Pnuematic grease oil pump
+ 1 Pc Grease box

+1Pc Squaring shear | STARLEY.

WORKAREA




Wire Straight and Cutting Machine

Thickness (mm)

Lenght (mm)
Capacity (m/minute)
Control

Total Power

Weight (kg)

Operator

Cutting Sensetive (mm)

3-6

300-3000

40

PLC - Inverter speed control unit
6KWA 380V

300

1 Person

0,05

www.mwmtechnic.com
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Machine Structure

. Screen: A nema

- Electrical System: SIEMENS
- Sensors: & IR

- Pnuematic : GSMC FESTO O[5

Schneider

Loading Content

« Allien Key Set

« Key Set

+ 1 Pc Wire cutter @

+1Pc Squaring shear | STARLEY.
- 1 Pc Pnuematic grease oil pump
+ 1 Pc Grease box

AlLB

WORKAREA

3-6

300-3000

120

PLC - Inverter speed control unit
7.5 KWA 380V servo

4000

1 Person

0.005




Barbed Wire Machine

Machine Structure
- Screen: A\ nema
- Electrical System: SIEMENS ~ Schneider g iR
TNl 2] Telemecanique |
- Pnuematic : GSMC FESTO QK
TWISTED TYPE
Loading Content
« Allien Key Set
 Key Set
1 Pc Wire cutter ‘@’
+1Pc Squaring shear | STARLEY
+ 1 Pc Pnuematic grease oil pump
+ 1 Pc Grease box

IOWA TYPE

« 4 Pcs Barbed wire baskets

3m
— 1
| a—

WORK AREA
Line Wire Thickness (mm) 1.5-2.5 1,5-2.5 1,5-2.5
Barb Wire Thickness (mm) 1,25-2 1,25-2 1,25-2
Weight (kg) ROLL 20-30 20-30 20-30
Capacity (kg/hour) 150 150 60
Control PLC - Inverter PLC - Inverter speed PLC - Inverter

speed control unit control unit speed control unit

Total Power 7.5KWA 380V 7.5KWA 380V 2,2KWA 380V
Machine Weight (kg) 3000 3000 500
Operator 1 Person 1 Person 1 Person
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Hexagonal Wire Machine

Machine Structure

- Screen: A e

- Electrical System: SIEMENS ~ Schaeider gL
B 2] Telemecanigue |

- Pnuematic : GSMC FESTO QK

Loading Content

- Allien Key Set

- Key Set

« 1 Pc Wire cutter @

« 1 Pc Squaring shear  STAKLEY.
1 Pc Pnuematic grease oil pump

- 1 Pc Grease box

DO

WORK AREA
Thickness (mm) 1,0-19 1,0-19 1,0-1.9
Capacity (m2/hour) 350 350 350
Control PLC - Inverter PLC - Inverter PLC - Inverter

speed control unit speed control unit speed control unit

Total Power 12KWA 380V 12KWA 380V 12KWA 380V
Machine Weight (kg) 5000 5000 5000
Operator 1 Person 1 Person 1 Person
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Razor Wire Clips Tool

Exclusive quick release front plate—replace driver blades without tools

Light, well balanced, durable design ensures effortless handling

Fastest, simplest, and most trouble-free main valve in the industry

A small contoured handle reduces fatigue, improves comfort and productivity
Optional hanger easily switches from right to left-handed operation

Closed

Dimensions (mm) 419x178 x102
Weight (Kg) 2
Air supply 80-90 PSI (5.5-6.2 BAR)
Main material Hardened alloy steel
Other material Composite housing & magazine
Magazine capacity 25 (Up to 50 clips per strip)
gﬁ%" : Discover
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Battery C-Ring Tool

COMING SOON

\)
—

1.6 81,8

©

2.8mMm~3,9mm 7.9mm~10.7mm

Model | BCRT

Dimensions (mm) 373x115 x255
Weight (Kg) 2.56
Battery pack Li-ion 14.4V-4.0Ah
Charging time Approx. 60 minutes
Charger input AC 100~240V / 50~60Hz
Charger output DC 10.8~14.4V
Capacity (Pcs) 130
Shots limit (Per battery) 1600 ~1800
HEAN .
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Factory: Yeni Mahalle 6233 Sokak No: 8/8 Turkey Office: izzetpasa Mahallesi USA Office: 600 N Broad Street Suite
Saricam / Adana / Turkey Yeni Yol Caddesi Nurol Tower 5 # 427 Middletown DE 19709
Factory Phone: +90 322 32156 15 No:3/336 Sisli/istanbul/Turkey USA Phone: +1213-394-0160
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